
L-50C
CCD Linear Imager

CABLED sCAnnErs

HIGHLIGHTs
 

Custom logo display area
Reads high res barcodes
Reads from LCD screens
Scan rate 300 scans/sec

LED aiming

CusTom LoGo DIspLAy



OpERating inDiCatORS 
CpU: 32-bit CiSC, 96 MHz ViSUaL: 1 white LED nOn-ViSUaL: Buzzer
OpERating kEyS
EntRy OptiOnS: 1 scan key
COMMUniCatiOn
RS232: D-SUB9 pin (with external power supply) kEyBOaRD WEDgE: pS/2 
USB: Ver. 2.0, HiD/COM, USB-a connector
pOWER
VOLtagE REqUiREMEnt: 6V ± 5% (keyboard Wedge and RS232) CURREnt 
COnSUMptiOn: Max. 165mah
BaRCODE SCannER OptiCS
LigHt SOURCE: red LED, 624 nm SCan MEtHOD: CCD linear image 
sensor, 1500 pixels SCan RatE: 300 scans/sec tRiggER MODE: Manual, 
auto-trigger, stand detection REaDing pitCH angLE: -50 to 0°, 0 to +50° 
REaDing SkEW angLE: -65 to 0°, 0 to +65° REaDing tiLt angLE: 25° 
CURVatURE: R>15 mm (Ean8), R>20 mm (Ean13) Min. RESOLUtiOn at 
pCS 0.9: 0.076 mm Min. pCS VaLUE: 0.3 DEptH Of fiELD at CODE 39:
35 - 90 mm / 1.38 - 3.54 in (0.127 mm / 5 mil), 30 - 120 mm / 1.18 - 4.72 in 
(0.15 mm / 6 mil), 15 - 220 / 0.59 - 8.66 in (0.254 mm / 10 mil), 25 - 350 mm 
/ 0.98 -13.78 in (0.508 / 20 mil), 40 - 600 mm / 1.57 - 23.62 in (1.0 mm / 39 
Mil)
SUppORtED SyMBOLOgiES
BaRCODE (1D): Jan/UpC/Ean incl. add on, Codabar/nW-7, Code 11, Code 
39, Code 93, Code 128, gS1-128 (Ean-128), gS1 DataBar (RSS), gS1 
DataBar Limited, gS1 DataBar Expanded, Code 11, iata, industrial 2of5, 
interleaved 2of5, iSBn-iSSn-iSMn, Matrix 2of5, MSi/plessey, Uk/plessey, 
S-Code, telepen, tri-Optic, Uk/plessey pOStaL CODE: Chinese post Matrix 
2of5, korean postal authority code
DURaBiLity
tEMpERatURE in OpERatiOn: 0 to 50 °C / 32 to 122 °f tEMpERatURE 
in StORagE: -20 to 60 °C / -4 to 140 °f HUMiDity in OpERatiOn: 5 - 
95% (non-condensing) HUMiDity in StORagE: 5 - 95% (non-condensing) 
aMBiEnt LigHt iMMUnity: fluorescent 10,000 lx, Direct sun 100,000 lx, 
incandescent 10,000 lx DROp tESt: 1.5 m / 5 ft drop onto concrete surface 
ViBRatiOn tESt: 10 - 100 Hz with 2g for 1 hour pROtECtiOn RatE: ip 42
pHySiCaL
DiMEnSiOnS (W x H x D): 75.4 x 169.5 x 121.2 mm / 2.97 x 6.67 x 4.77 in 
DiMEnSiOnS StanD (W x H x D): 120 x 294 x 180 mm / 4.72 x 11.57 x 7.09 
in (excl. scanner) WEigHt BODy: Ca. 145 g / 5.1 oz (excl. cable) WEigHt 
StanD: Ca. 335 g / 11.8 oz CaSE: aBS/pC, Black or White

REgULatORy & SafEty
pRODUCt COMpLianCE: CE, fCC, VCCi Class B, RoHS, iEC/En 62471-
1:2006, En55022, En55024
EnCLOSED itEMS
power supply 6V/2a (for RS232), Stand
MODELS
intERfaCE VERSiOnS: RS232, keyboard Wedge, USB

L-50C
Basic product specifications
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